No warranty of any kind

The City of Wichita Falls assumes no responsibility
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GENERAL NOTES:

1. DIKES SHALL BE PLACED IN A ROW WITH ENDS TIGHTLY ABUTTING THE ADJACENT DIKE.

2. THE FABRIC COVER AND SKIRT SHALL BE A CONTINUOUS EXTENSION OF THE FABRIC ON THE
UPSTREAM FACE, AND FABRIC SHALL BE OVERLAPPED A MINIMUM OF 12",

3. THE SKIRT SHALL BE WEIGHTED WITH A CONTINUOUS LAYER OF TYPE ‘A’ RIP RAP, OR TOED-IN 6"
WITH MECHANICALLY COMPACTED MATERIAL. OTHERWISE, THE ENTIRE STRUCTURE SHALL BE TRENCHED
TO A DEPTH OF 4 INCHES.

4. DIKES AND SKIRT SHALL BE SECURELY ANCHORED IN PLACE USING 6—INCH WIRE STAPLES ON
2—FOOT CENTERS ON BOTH EDGES AND SKIRTS.

5. FILTER MATERIAL SHALL BE LAPPED OVER ENDS 6" TO COVER DIKE TO DIKE JOINTS. JOINTS
SHALL BE FASTENED WITH GALVANIZED SHOAT RINGS.

6. THE DIKE STRUCTURE SHALL BE 6 GA. 6” X 6" WIRE MESH, 18" ON A SIDE.

7. INSPECTION SHALL BE MADE EVERY TWO WEEKS OR AFTER EACH 1/2" RAINFALL EVENT AND
REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY AS NEEDED BY THE CONTRACTOR.

8. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES APPROXIMATELY ONE—HALF THE HEIGHT
OF THE DIKE, AND DISPOSED OF IN A MANNER WHICH WILL NOT CAUSE ADDITIONAL SILTATION.

9. AFTER THE DISTURBED AREAS OF THE SITE ARE COMPLETELY STABILIZED, THE DIKES AND ANY
REMAINING SILT SHALL BE REMOVED. SILT SHALL BE DISPOSED OF AS INDICATED IN NO. 8 ABOVE.

for the conversion of this standard to other formats for incorrect results or damages resulting from its use.

The use of this standard is governed by the City of Wichita Falls Engineering Department.

is made by the City of Wichita Falls for any purpose whatsoever.
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